CONSTRUCTION NOTES

1.  ALL TRAFFIC SIGNALS AND PEDESTRIAN SECTIONS SHALL HAVE 300MM (¢ 12) SINGLE LED LENSES.

2. THE RED SECTIONS OF THE SIGNAL HEADS SMARING THE SAME MAST ARM SHALL BE LEVEL

WITH ONE ANOTHER AND MAINTAIN A 4,88 METER (16 FT.) MINIMUM CLEARANCE FROM THE HIGHEST

POINT OF THE ROADWAY.

3.  THE PROPOSED MAST ARM MOUNTED TRAFFIC SIGNAL HEADS SHALL BE MOUNTED DIRECTLY
OVER THE CENTER OF THEIR RESPECTIVE LANES.

4. ALL TRAFFIC SIGNAL HEAD BRACKETS ARE TO BE ALUMINUM WITH A NATURAL FINISH.
5. ALL TRAFFIC SIGNAL POSTS ARE TO BE GALVANIZED STEEL.
6. PROPOSED HANDHOLES SHALL BE CAST IN PLACE CONCRETE HANDHOLES.

7. THE HANDHOLE SHALL BE CONSTRUCTED SO THAT THE TOP OF THE FRAME WILL BE
FLUSH WITH THE SURFACE OF THE MEDIAN, SIDEWALK, OR GROUND LINE.

8. THE LOCATION OF ALL UTILITIES SHALL BE FIELD VERIFIED BY THE CONTRACTOR
BEFORE THE INSTALLATION OF ANY TRAFFIC SIGNAL COMPONENTS.

9. COILABLE POLYETHYLENE DUCT MAY BE SUBSTITUTED FOR PVC PUSHED OR TRENCHED.

10, THE CONTRACTOR MAY ELECT TO PUSH A CONDUIT THAT IS SHOWN TO BE TRENCHED
ON THE PLANS. HOWEVER, THIS WORK WILL BE MEASURED FOR PAYMENT AND PAID
FOR AS CONDUIT IN TRENCH OF THE TYPE AND SIZE SPECIFIED AND TRENCH AND
BACKFILL FOR ELECTRICAL WORK.

11, THE LOCATIONS FOR HANDHOLES, TRAFFIC SIGNAL POST FOUNDATIONS, AND
MAST ARM FOUNDATIONS ARE PROVIDED FOR REFERENCE ONLY. THE ENGINEER QF
TRAFFIC SHALL BE NOTIFIED FOR LOCATION VERFICATION BEFORE [NSTALLATION.

12.  ALL SURPLUS MATERIALS SHALL BE DISPOSED OF IN ACCORDANCE WITH ARTICLE
202.03 OF THE STANDARD SPECIFICATION.

13. THE EXISTING TRAFFIC SICNALS SHALL REMAIN IN OPERATION DURING THE
CONSTRUCTION OF THE TEMPORARY AND/OR PROPOSED TRAFFIC SIGNALS.

14. ANY MAINTENANCE OF EXISTING TRAFFIC SIGNALS SHALL BE CONSIDERED EXTRA
WORK IN ACCORDANCE WITH ARTICLE 109,04 OF THE STANDARD SPECIFICATIONS.

15. ALL STEEL COMBINATION MAST ARM ASSEMBLY AND POLES SHALL BE EQUIPPED
WITH A 12 FT. LUMINAIRE ARM AND HAVE A 45 FT. LUMINAIRE MOUNTING HEIGHT.

16  NO ADDITIONAL COMPENSATION SHALL BE ALLOWED FOR PLACING CONDUIT AT
GREATER THAN 0.6 METER (2 FT,) MINIMUM DEPTH TO AVOID OBSTACLES SUCH AS
UNDERGROUND UTILITIES.

17. THE CONTRACTOR [S RESPONSIBLE FOR THE COST OF UNCOVERING 0OR HAND
DIGGING AROUND UTILITIES AS NECESSARY. THIS COST OF THIS WORK SHALL BE
INCLUDED IN THE UNIT PRICES FOR THE CONDUITS.

18. ALL TRAFFIC SIGNAL MAST ARMS, POSTS, HANDHOLE LIDS AND RINGS, HANDHOLE
FRAMES, CONTROLLER CABINETS, AND PHOTOCELL RELAYS SHALL BE GROUNDED
IN ACCORDANCE WITH NEC REQUIREMENTS.

19. THE PROPOSED CONDUIT SHALL BE COUPLED TO THE EXISTING CONDUIT. THIS WORK
SHALL BE INCLUDED IN THE UNIT BID PRICE FOR THE CONDUIT PAY ITEMS.

20. ALL VIDEQ CAMERAS MOUNTED ON MAST ARMS SHALL BE EOUIPPED WITH A BRACKET
THAT PROVIDES AN ADD AL FOUR FEET OF VERTICAL HEIGHT, COsT
FURNISHING AND INSTALL[NG THESE BRACKETS SHALL BE INCLUDED IN THE B[D PRICE
FOR THE VIDEO DETECTION SYSTEM.
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OVERHEAD LIGHTING ELECTRIC CABLE SHALL BE 2-1/C *8& XLP/USE
{-1/C %6 XLP/USE GREEN INSULATION (FOR GROUND) PER
STANDARD 1085.25.

PEDESTRIAN CROSSING SIGN DETAIL

DIMENSIONS: 12 (TYP) x 9" (TYP)
LENGEND AND BORDERy REFLECTORIZED BLACK
BACKGROUND: REFLECTORIZED WHITE

ONE_SIGN SHALL BE PROVIOED FOR EACH PUSH-BUTTON,
ORIENTATION OF DIRI ECTIONAL ARROWS TO BE DETERMINED
8Y PUSH-BUTTON LOCATI

ALL MOUNTING HARDWARE SHALL BE STAINLESS STEEL
CONSTRUCTION. ALL MOUNTING BOLTS SHALL BE HEX HEAD,
MATERIALS AND INSTALLATION OF THIS SIGN SHALL BE
INCLUDED [N THE COST OF PEDESTRIAN PUSH-BUTTON.

CABLE NOTES

1. THE QUANTITY AND TYPE OF VIDEO DETECTION CABLE REQUIRED VARIES BY MANUFACTURER.

THE COST OF THE CABLE SHALL BE INCLUDED IN THE BID PRICE FOR THE VIDEO DETECTION SYSTEM.
2. OVERHEAD LIGHTING ELECTRIC CABLE IN CONDUIT SHALL BE 2-1/C *6 XLP/USE AND

1-1/C *6 XLP/USE GREEN INSULATION (FOR GROUND) {STD. 1085.25)
3. ALL PEDESTRIAN INDICATIONS SHALL UTILIZE INTERNATIONAL HAND/WALKING PERSON SYMBOLS.

THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF TRAFFIC, RANDY LANINGA, AT (309) 671-4477
TO OBTAIN APPROVAL FOR ALL MAST ARM_AND TRAFFIC SIGNAL POST FOUNDATION LOCATIONS
PRIOR TO CONSTRUCTION. THE CONTRACTOR SHALL BE LIABLE FOR ALL COSTS REQUIRED TO
ﬁgggggAOR RELOCATE FACILITIES THAT WERE CONSTRUCTED WITHOUT OBTAINING LOCATION

L.

THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF TRAFFIC, RANDY LANINGA, AT (309) 671-4477
TO OBTAIN APPROVAL FOR ALL CAMERA LOCATIONS PRIOR TO INSTALLATION., THE CONTRACTOR
SHALL BE LIABLE FOR ALL COSTS REQUIRED TO REMOVE OR RELOCATE CAMERAS THAT WERE
INSTALLEQ WITHOUT OBTAINING APPROVAL.
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CONSTRUCTION STAGING NOTES

ALL TRAFFIC SIGNAL WORK MUST

BE _COMPLETED BEFORE THE
INTERSECTION IMPROVEMENTS

CAN COMMENCE. IF THE CONTRACTOR
ELECTS ALTERNATE STAGING, ALL
COSTS ASSOCIATED WITH THE

STAGING CHANGE, INCLUDING BUT

NOT LIMITED TO TRAFFIC SIGNAL
MODIF [CATIONS, TEMPORARY CABLE,
AND TEMPORARY TRAFFIC SIGNALS, WItL
BE THE SOLE RESPONSIBILITY OF THE
CONTRACTOR.

NAME OF INTERSECTION US 34 & SIXTH ST.

FULL-ACTUATED CONTROLLER IN EX. TYPE IV CABINET
CONTROLLER SPECIFIED EAGLE EPAC3808M42, EXISTING T5-1 BACKPANEL

SIXTH ST.
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REFERRING TO STANDARD 857001, THE VEHICULAR AND
PEDESTRIAN PHASES USED ARE OESIGNATED BELOW:
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